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CERTIFICATE OF ENGINEERING ACCEPTANCE

This certificate formally records that the following vehicle(s) conform to the appropriate requirements as set out in

RIS-1530-PLT.

NAME OF VEHICLE ACCEPTANCE BODY ACCREDITATION CODE
Interfleet Technology Ltd I F
Vehicle Class / Type Road Rail Vehicle DAF 45 4 x 4 Lorry Vactor/Jetting Unit - Type 9B
Vehicle Operator Complete Drain Clearance
Vehicle Owner Complete Drain Clearance 4

Authorised by,%Z

Chris Wt{eatley
Interfleet Technology Ltd

Issue Date 15 January, 2010
Expiry Date 22 December, 2016

(Where applicable due to a special limitation)

OFFICIAL STAMP

Vehicle Number(s)
99709 949033-3

Special Limitations

A CONFIGURATION
1. The RRV is a conversion of a DAF lorry with rear mounted Vactor/Jetting unit. Vehicle chassis number

XLRS2D39D0OL112847. Vehicle Reg No. K416 JNV.
The RRV runs in high mode.
2. Permitted number of personnel to be carried: 2 in cab.

B ON/OFF TRACKING AND EMERGENCY RECOVERY.
For on/off tracking, a site-specific work plan for one of the following conditions shall be used.
The work plan shall be in compliance with the Complete Drains Operating and Maintenance Manual and
Network Rail Specification NR/L2/RVE/007:-
> Maximum track cant 100mm and/or gradient 1:29, on an approved RRAP.
OR
> A risk assessed procedure that is specific to the on and off tracking point.
2. For recovery refer to the Complete Drains Operating and Maintenance Manual. Maximum
speed 3mph (5km/h) to avoid damage to the RRV.

—

C GAUGE
1.  When travelling, RRV is within W6a gauge with exemption for road wheels as RIS-1530-PLT.
2. When working, the Vactor Unit suction tube can go out of gauge.
D LIMITATIONS OF USE
1. It shall only operate inside a possession.
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